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7 16
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BRAILLE RM
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SLOT PROVIDED FOR
TEMPORARY INFORMATION.
WHERE DIRECTED BY
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GENERAL

A000

COVER

ARCHITECTURAL
A000     GENERAL INFORMATION SHEET

A111.0 FIRST FLOOR DEMOLITION PLAN
A111.1 FIRST FLOOR PLAN
A111.2 FIRST FLOOR REFLECTED CEILING PLAN
A112.0 SECOND FLOOR DEMOLITION PLAN
A112.1 SECOND FLOOR PLAN
A112.2 SECOND FLOOR REFLECTED CEILING PLAN
A113.0 ROOF PLAN

A201 ELEVATIONS
A202 ELEVATIONS
A203 ELEVATIONS
A204 ELEVATIONS

A401 WALL SECTIONS
A402 WALL SECTIONS
A404 SECTION DETAILS
A405 SECTION DETAILS
A406 SECTION DETAILS
A407 EXTERIOR ENVELOPE DETAILS

STRUCTURAL
S111.1 FIRST FLOOR PLAN METAL STUD WALL FRAMING REPAIRS / RETRO-FIT
S112.1 SECOND FLOOR PLAN METAL STUD WALL FRAMING REPAIRS /

RETRO-FIT
S211.1 ROOF PLAN PARTIAL FRAMING PLAN AND SECTIONS
S212.1 TYPICAL WALL SECTIONS AND METAL STUD REPAIR DETAILS
S311.1 PARTIAL ELEVATIONS FRAMING REPAIRS / RETRO-FIT

VICINITY MAP A1

DRAWING INDEX D1

DRAWING IDENTIFICATION

LEGENDS A4

ARCHITECTURAL ABBREVIATIONS AND ACRONYMS D7

NORTH ARROW

SECTION CUT INDICATION

ELEVATION INDICATION

DRAWING TAGS

A401

A6 VIEW DIRECTION
DWG NO

SHT NO

A201

D4

VIEW DIRECTION

SHT NO

DWG NO

PARTITION TYPE

30

SPECIFIC NOTE

A101.2

G1

DETAIL INDICATION

SPOT ELEV

DWG NO

SHT NO

4' 8'0 16'

GRAPHIC SCALE

DWG NAME DWG NO
SCALE

50 PROGRAM SQ. FT.
ACTUAL SQ. FT.

ROOM NAME
ROOM#

WINDOW  TYPE

HOLLOW METAL FRAME TYPE

101a

DOOR TAG

@ AT
AB ANCHOR BOLT
AC AIR CONDITION, ER, ING
ADA AMERICANS WITH DISABILITIES ACT
ADJ ADJACENT
AFF ABOVE FINISHED FLOOR
ALUM ALUMINUM
APC ACOUSTIC PANEL CEILING
APPROX APPROXIMATELY
ARCH ARCHITECT

BLDG BUILDING
BLK BLOCK
BLKG BLOCKING
BOS BOTTTOM OF STEEL
BOTT BOTTOM
BRG BEARING
BUR BUILT-UP ROOFING

CI CONTRACTOR INSTALLED
CJ CONTROL JOINT
CL CENTER LINE
CLF CHAIN LINK FENCE
CLG CEILING
CEM CEMENT
CP CONTRACTOR PROVIDED
CR CLASSROOM
CT CERAMIC TILE
CM CONSTRUCTION MANAGER
CMU CONCRETE MASONRY UNIT
COL COLUMN
CONC CONCRETE
CONF CONFERENCE
CONST CONSTRUCTION
CONT CONTINUOUS
CONTR CONTRACTOR
CPT CARPET
CHEM CHEMICAL

D DEEP, DEPTH
DF DRINKING FOUNTAIN
DIAM DIAMETER
DIM DIMENSION
DOCS DOCUMENTS
DN DOWN
DS DOWNSPOUT
DTL DETAIL
DWG DRAWING

EA EACH
EHPA ENHANCED HURRICANE 

PROTECTION AREA
EJ EXPANSION JOINT
ELEC ELECTRICAL
ELEV ELEVATION
EQ EQUAL
EQUIP EQUIPMENT
ETC ETCETERA
EWC ELECTRIC WATER COOLER
EWH ELECTRIC WATER HEATER
EXIST EXISTING
EXP EXPOSED
EXT EXTERIOR

FBC FLORIDA BUILDING CODE
FD FLOOR DRAIN
FE FIRE EXTINGUISHER
FFPC FLORIDA FIRE PREVENTION CODE
FIN FINISH
FIXT FIXTURE
FL FLOOR
FLUOR FLUORESCENT
FT FEET
FTG FOOTING
FURN FURNITURE

GA GAUGE
GALV GALVANIZED
GC GENERAL CONTRACTOR
GL GLASS, GLAZING
GWB GYPSUM WALLBOARD

HB HOSE BIBB
HC HANDICAPPED
HT HEIGHT, HIGH
HDW HARDWARE
HM HOLLOW METAL
HMF HOLLOW METAL FRAME
HORIZ HORIZONTAL

ID INSIDE DIAMETER
INCAND INCANDESCENT
INSUL INSULATION
INT INTERIOR

JAN JANITOR
JT JOINT

LLH LONG LEG HORIZONTAL
LLV LONG LEG VERTICAL

MAINT MAINTENANCE
MAS MASONRY
MAX MAXIMUM
MECH MECHANICAL
MFR MANUFACTURER
MH MANHOLE
MIN MINIMUM
MISC MISCELLANEOUS
MO MASONRY OPENING
MTD MOUNTED

NA NOT APPLICABLE
NIC NOT IN CONTRACT
#, NO  NUMBER
NTS NOT TO SCALE

OC ON CENTER
OD OUTSIDE DIAMETER
OH OVERHEAD
OI OWNER INSTALLED
OP OWNER PROVIDED
OPNG OPENING
OPP OPPOSITE
OPH OPPOSITE HAND

PERIM PERIMETER
PLAS PLASTER
PL PROPERTY LINE
PNT PAINT (PAINTED FINISH)
PROJ PROJECT
PT PRESSURE TREATED
PTN PARTITION
PVC POLYVINYL CHLORIDE
PLWD PLYWOOD

QT QUARRY TILE

R RADIUS
R/W RIGHT OF WAY
RCP REFLECTED CEILING PLAN
RD ROOF DRAIN
REBAR REINFORCING BAR
REINF REINFORCE/MENT/ING
REQ'D REQUIRED
RM ROOM
RO ROUGH OPENING
RWL RAIN WATER LEADER
RESIS RESISTANT

SCHED SCHEDULE
SHT SHEET
SF SQUARE FOOT
SIM SIMILAR
SPECS SPECIFICATIONS
SQ SQUARE
SS STAINLESS STEEL
STC SOUND TRANSMISSION CLASS (RATING)
STD STANDARD
STL STEEL
STOR STORAGE
STRL STRUCTURAL
SUSP SUSPEND / ED / SION

T&B TOP AND BOTTOM
T&G TONGUE AND GROOVE
TEL TELEPHONE
TEMP TEMPORARY
TOM TOP OF MASONRY
TOS TOP OF STEEL
TOT TOTAL
T/S TOP OF SLAB
TYP TYPICAL (UNO)

UNO UNLESS NOTED OTHERWISE

V VINYL
VCT VINYL COMPOSITION TILE
VERT VERTICAL
VEST VESTIBULE
VIF VERIFY IN FIELD
VSF VINYL SHEET FLOORING
VT VINYL TILE
VTR VENT TO ROOF

W WIDE, WIDTH
W/ WITH
WP WEATHERPROOF
WWF WELDED WIRE FABRIC

FLOOR PLAN

DOOR 

ALUM WINDOW - SIDE EGRESS HINGED

ALUM WINDOW - PROJECTED OR FIXED

REFLECTED CEILING PLAN

2X4 LAY IN FIXT

AIR GRILLES

LINEAR MTL CLG

NEW CEM PLAS CLG

APC

EXIT SIGN

INCAND LIGHT FIXT

PENDANT FLOUR LIGHT FIXTURE
PENDANT STEM, TYP

PTN OR WALL

ARCHITECTURAL DRAWING SYMBOLS D4

HCC BRANDON CAMPUS
10414 E. COLUMBUS DR.

TAMPA, FL 33619
COLUMBUS DR. E

REEVES RD.

COLUMBUS DR. E

TECH BLVD.

BROADWAY CENTER

G
R

A
V

E
S 

R
D

.
I-7

5

BROADWAY AVE. E

FA
LK

E
N

B
U

R
G

 R
D

. N

NOTE:

THIS SET OF DOCUMENTS REPRESENTS PHASE 2 OF THE ORIGINAL PROJECT.
ALL CONTRACT DOCUMENTS FROM PHASE 1 REMAIN IN EFFECT.

TYP. SIGNAGE MOUNTING HEIGHTS A11

ROOM NAME
& NUMBER

EDGE OF DOOR
FRAME/SIDELIGHT

8" 1'-4"0 2'-8"

SIGN TYPES A7
3"=1'-0"

1. TYPE "B" AND "D" NOT USED.
2. ALL SIGNS MATT FINISH.
3. SIGNS TO SATISFY  HCC STANDARDS.

A

SIGNAGE TAG

EXIST PTN OR WALL TO REMAIN

PTN OR WALL TO BE REMOVED

EXIST DOOR TO REMAIN

DOOR TO BE REMOVED

ALUM WINDOW TO BE REMOVED

EXIST ALUM WINDOWTO REMAIN

EXIST APC TO REMAIN

FIN FLR

ADDITIONAL "E"
TYPE SIGNS IF RQD.
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DEMOLITION PLAN
FIRST FLOOR 

A111.0NOTES A1BADM FIRST FLOOR A3
1/8" = 1'-0"

4' 8'0 16'

GENERAL NOTES
1. REMOVE LEFT OVER ADHESIVE AND PLASTIC,

ANCHORS AND REPAIR HOLES AT TILE WALL TO
REMAIN, AND CLEAN ALL TILE TO REMAIN - GRAY TILE.

2. REMOVE LINEAR MTL CEILING / SUPPORT SYSTEM TO
REMAIN. SEE RCP

SPECIFIC NOTES - FLOOR PLAN
1. DASHED LINE REPRESENTS REMOVAL OF

EXIST ENVELOPE SYSTEM, TILE (WHITE),
MORTAR, SUBSTRATE AND MOISTURE
BARRIER. REMOVE RUSTED STEEL
FRAMING.

2. REMOVE TILE, MORTAR, SUBSTRATE,
MTL FRAMING, AND MOISTURE BARRIER
@ COLUMNS.

3. REMOVE TILE @ WALKWAYS, WALKWAY
EDGES AND CURBS.

4. REMOVE EXIST HM FRAME, STOREFRONT
AND DOOR.

5. REMOVE EXIST ALUM WINDOW
6. COMPLETELY REMOVE EXIST

SUSPENDED BEAM ABOVE AND/ OR
REMOVE TILE, MORTAR SUBSTRATE AND
MOISTURE BARRIER AND REMOVE
RUSTED STL FRAMING AT TILE SOFFIT
ABOVE.

7. REMOVE TILE AND SUBSTRATE, MTL
FRAMING MEMBERS AND SOFFIT @
STAIR INCLUDING STEM WALL.

8. REMOVE EWC- STORE FOR
RE-INSTALLATION.

9. REMOVE EXIST VCT THIS ROOM-REPAIR
FLOOR.

10. REMOVE EXIST WALL MTD LIGHTING
FIXTURE COMPLETELY.

11. REMOVE EXIST CANVAS AWNING.
12. REMOVE EXIST LOCKERS AND RETURN

TO OWNER.
13. REMOVE EXIST WALL MTD ELECTRICAL

CONDUIT AND DEVICES.
14. REMOVE EXIST CLG AND LTG FIXTURES.
15. REMOVE EXIST AUTOMATIC DOOR AND

STORE FOR RE-INSTALLATION.
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FIRST FLOOR PLAN

A111.1

A204

H3

A401

A1

A202

H3

A201

H3

A203

H3

A203

E3

A203

A3

A202

A3

A201

E3

A204

E3

A201

A3

A202

E3

A401

A13

A401

A7

A401

A10

A402

A1

NOTES A1BADM FIRST FLOOR A3
1/8" = 1'-0"

4' 8'0 16'

GENERAL NOTES
1. REPAIR, PREP, AND REFINISH ALL EXTERIOR

HOLLOW METAL FRAMES, DOORS, AND INFILL
PANELS IN PROJECT AREA.

2. ALL EXIST HAND RAILS AND GUARDRAILS TO
REMAIN.

3. REPLACE ALL DOOR KNOBS AND THUMB
ACTUATED PULLS WITH LEVER HANDLES. EXIST
DOOR PULLS AND PLATES TO REMAIN AT GANG
TOILETS.

4. THOROUGHLY CLEAN WALL AND WALKWAYS
THAT ARE TO REMAIN.

5. APPLY TRAFFIC BEARING MEMBRANE TO
WALKWAYS.

6. SEE STRUCTURAL DRAWINGS FOR REQUIRED
WALL REINFORCING.

7. PAINT NEW EXTERIOR FINISH SYSTEM AND ALL
PAINTABLE SURFACES IN PROJECT AREA.

8. CONTRACTOR TO VERIFY LOCATIONS OF EXIST
FIRE ALARM PULL STATIONS AND FIRE
EXTINGUISHERS AND PROVIDE SIGN TYPES "E2"
AND "E3" AS REQ'D.

SPECIFIC NOTES - FLOOR PLAN
1. NEW ENVELOPE SYSTEM, SEE SECTIONS.
2. NEW CONCRETE TOPPING @ EDGE AND

FACE OF CURBS AND WALKWAYS.
3. NEW ENVELOPE @ COL SEE DETAIL.
4. STEEL MEMBERS @ STAIR TO BE

PREPARED FOR PAINT. BONDO AS
REQUIRED FOR SMOOTH FINISH AND
SAND, THIS INCLUDES THE UNDERSIDE
OF DECK AND STAIR.

5. REINSTALL EWC.
6. NEW WALL- SEE SECTION- INTERIOR OF

PARTITION TO BE PAINTED.
7. RE-INSTALL AUTOMATIC DOOR.
8. NEW RECESSED, COMMERCIAL GRADE,

HB @ EXIST HB LOCATIONS.
9. HM FRAMES AND DOORS THIS WALL ARE

ALREADY REFINISHED.
10. REPAIR AND PAINT EXIST WALL.
11. NEW GFI OUTLET. CONTRACTOR TO

CONNECT AS PER CODE TO NEAREST
PANEL / SOURCE.

12. GRAY TILE TO REMAIN AND BE
PROTECTED.  ADD REINFORCING PER
STRUCTURAL DRAWINGS.  INTERIOR
WALL TO BE REFINISHED.  PROTECT
INTERIOR SPACE AND FURNISHINGS.
INSTALL FRAMING FROM INSIDE
WITHOUT DISTURBING EXIST BLDG
ENVELOPE. REPLACE ALL FINISH
SYSTEMS DISTURBED BY THE
INSTALLATION OF NEW STUDS.

13. PROVIDE NEW VCT, VINYL BASE AND
FINISHES.

14. CEM PLAS ON EXIST CONC STEM WALL.
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PLAN
REFLECTED CEILING 
FIRST FLOOR 

A111.2NOTES A1BADM FIRST FLOOR RCP A3
1/8" = 1'-0"

4' 8'0 16'

GENERAL NOTES
1. WIDTH OF CEMENT PLASTER SOFFITS TO ALIGN WITH

EDGE OF COLUMN FACES.
2. PAINT ALL NEW AND EXISTING CEMENT PLASTER

SOFFITS.
3. VERTICAL CJ TO FOLLOW DOWN AND ALIGN WITH CJ @

SOFFIT.

SPECIFIC NOTES - RCP
1. NEW CEMENT PLASTER CEILING SOFFIT

PERIMETER.
2. EXIST CEMENT PLASTER SOFFIT TO BE

PAINTED. REVEAL IS TO BE PAINTED AS
WELL.

3. CLEAN LENS, LIGHT FIXT; TRIM AND
RELAMP EXIST FIXT.

4. LIMIT OF NEW LINEAR MTL CLG.
5. REMOVE OUTSIDE EDGE OF LINEAR

CEILING TO ACCOMMODATE CEM PLAS
FINISH AND REPLACE.

6. REPLACE EXIST EXIT FIXTURE TO MATCH
THE NEW ONES @ BSCI BLDG.

7. REMOVE EXIST DOWN LIGHTS.
8. REMOVE EXIST CANVAS AWNING AND

FRAME
9. NEW 2X2 CEILING AND LIGHT FIXTURES -

UTILIZE EXIST CIRCUITS.  HVAC SYSTEM
TO REMAIN. ADJUST DEVICES TO
ACCOMMODATE NEW CLG LAYOUT

10. CLEAN AND PAINT PERIMETER VENTS
AND REVEALS AT SOFFITS, BLACK TYP.

11. REMOVE, CLEAN, PAINT AND RE-INSTALL
EXIST LOUVER.

12. ADD LIGHT SWITCH FOR FLOURESCENT
LIGHT FIXTURES.
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DEMOLITION PLAN
SECOND FLOOR

A112.0NOTES A1BADM SECOND FLOOR A3
1/8" = 1'-0"

4' 8'0 16'

SPECIFIC NOTES - FLOOR PLAN
1. DASHED LINE REPRESENTS REMOVAL OF

EXIST ENVELOPE SYSTEM, TILE (WHITE),
MORTAR, SUBSTRATE AND MOISTURE
BARRIER. REMOVE RUSTED STEEL
FRAMING.

2. REMOVE TILE, MORTAR, SUBSTRATE,
MTL FRAMING, AND MOISTURE BARRIER
@ COLUMNS.

3. REMOVE TILE @ WALKWAYS, WALKWAY
EDGES AND CURBS.

4. REMOVE EXIST PAIR OF FLUSH METAL
DOORS.

5. REMOVE EXIST ALUM WINDOWS
6. COMPLETELY REMOVE EXIST

SUSPENDED BEAM AND/ OR TILE SOFFIT
ABOVE.

7. REMOVE TILE AND SUBSTRATE AND
SOFFIT AT STAIR.

8. REMOVE EXIT SIGN.
9. NOT USED.
10. NOT USED.
11. REMOVE EXIST CANVAS AWNING.
12. EXIST MILLWORK TO BE PROTECTED.
13. CAMPUS COPY RM 218 TO REMAIN IN

OPERATION DURING CONST. CM TO
FACILITATE.
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GENERAL NOTES
1. REMOVE LEFT OVER ADHESIVE AND PLASTIC

ANCHORS AND REPAIR HOLES AT TILE WALL TO
REMAIN, AND CLEAN ALL TILE TO REMAIN - GRAY TILE.

2. REMOVE LINEAR MTL CEILING / SUPPORT SYSTEM TO
REMAIN. SEE RCP
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SECOND FLOOR PLAN

A112.1

A204

H3

A401

A1

A202

H3

A201

H3

A203

H3A203

E3

A203

A3

A202

A3

A201

E3

A204

H3

A201

A3

A202

E3

A401

A13

A401

A7

A401

A10

A402

A1

NOTES A1BADM SECOND FLOOR A3
1/8" = 1'-0"

4' 8'0 16'

A201

A3

SPECIFIC NOTES - FLOOR PLAN
1. NEW ENVELOPE SYSTEM, SEE SECTIONS.
2. NEW CONCRETE TOPPING @ EDGE AND

FACE OF CURBS AND WALKWAYS.
3. NEW ENVELOPE @ COL SEE DETAIL.
4. STEEL MEMBERS @ STAIR TO BE

PREPARED FOR PAINT. BONDO AS
REQUIRED FOR SMOOTH FINISH, THIS
INCLUDES THE UNDERSIDE OF DECK
AND STAIR.

5. REINSTALL EWC.
6. PLACE TILE TO MATCH AT WALL WHERE

BEAM IS REMOVED.
7. REPAIR FLOOR DRAIN AND PIPING.
8. NEW WALL MTD EXIT SIGN TO MATCH

EXIST @ BSCI.
9. GRAY TILE TO REMAIN AND BE

PROTECTED.  ADD REINFORCING PER
STRUCTURAL DRAWINGS.  INTERIOR
WALL TO BE REFINISHED.  PROTECT
INTERIOR SPACE AND FURNISHINGS.
INSTALL FRAMING FROM INSIDE
WITHOUT DISTURBING EXIST BLDG
ENVELOPE. REPLACE ALL FINISH
SYSTEMS DISTURBED BY THE
INSTALLATION OF NEW STUDS.

10. NEW HANGER.  (SEE STRUCTURAL
DRAWINGS).

11. INSTALL NEW PAIR OF DOORS TYPE "E".
12. PROVIDE EXP. JT @ CEM PLAS ALIGN

WITH EDGE OF COLUMN. SEE G5/ A407
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GENERAL NOTES
1. REPAIR, PREP, AND REFINISH ALL EXTERIOR

HOLLOW METAL FRAMES, DOORS, AND INFILL
PANELS IN PROJECT AREA.

2. ALL EXIST HAND RAILS AND GUARDRAILS TO
REMAIN.

3. REPLACE ALL DOOR KNOBS AND THUMB
ACTUATED PULLS WITH LEVER HANDLES. EXIST
DOOR PULLS AND PLATES TO REMAIN AT GANG
TOILETS.

4. THOROUGHLY CLEAN WALL AND WALKWAYS
THAT ARE TO REMAIN.

5. APPLY TRAFFIC BEARING MEMBRANE TO
WALKWAYS.

6. SEE STRUCTURAL DRAWINGS FOR REQUIRED
WALL REINFORCING.

7. PAINT NEW EXTERIOR FINISH SYSTEM AND ALL
PAINTABLE SURFACES IN PROJECT AREA.

8. CONTRACTOR TO VERIFY LOCATIONS OF EXIST
FIRE ALARM PULL STATIONS AND FIRE
EXTINGUISHERS AND PROVIDE SIGN TYPES "E2"
AND "E3" AS REQ'D.1212 12
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PLAN
REFLECTED CEILING 
SECOND FLOOR

A112.2NOTES A1BADM SECOND FLOOR RCP A3
1/8" = 1'-0"

4' 8'0 16'

SPECIFIC NOTES - RCP
1. NEW CEMENT PLAS CEILING AND / OR

SOFFIT PERIMETER.
2. EXIST CEMENT PLAS SOFFIT TO BE

PAINTED.
3. CLEAN LENS, LIGHT FIXT; TRIM AND

RELAMP EXIST FIXT.
4. LIMIT OF NEW LINEAR MTL CLG.
5. EXIST LINEAR MTL CLG TO REMAIN.

REMOVE OUTSIDE EDGE OF LINEAR
CEILING TO ACCOMMODATE CEM PLAS
FINISH AND REPLACE.

6. REPLACE EXIST EXIT FIXTURE TO MATCH
THE NEW ONES @ BSCI BLDG.
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SKYLIGHT AREA RCP J11
1/8" = 1'-0"
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WALL MTD
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GENERAL NOTES
1. WIDTH OF CEMENT PLASTER SOFFITS TO ALIGN WITH

EDGE OF COLUMN FACES.
2. PAINT ALL NEW AND EXISTING CEMENT PLASTER

SOFFITS.
3. VERTICAL CJ TO FOLLOW DOWN AND ALIGN WITH CJ @

SOFFIT.
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ROOF PLAN

A113.0

A401

A1

A203

E3

A202

E3

A401

A13

A401

A7

A402

A1

NOTES A1BADM ROOF PLAN A3
1/8" = 1'-0"

4' 8'0 16'

SPECIFIC NOTES - FLOOR PLAN
1. NEW ENVELOPE SYSTEM. SEE SECTIONS.
2. REMOVE EXIST SEALANT AT LOUVER.

CLEAN LOUVER AND INSTALL NEW
SEALANT WITH BACKING MATERIAL.

1

1

1

1

1

1
1
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2
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GENERAL NOTES
1. EXIST SS COPING / FLASHING TO BE REMOVED AS

REQUIRED FOR INSTALLATION OF NEW BUILDING
ENVELOPE SYSTEM. COPING/ FLASHING TO BE
REINSTALLED. COPING/ FLASHING TO BE
PROTECTED DURING CONSTRUCTION.

2. ALL MODIFICATIONS TO THE EXIST ROOF
MEMBRANE AND FLASHING SYSTEMS ASSOCIATED
WITH THE REMOVAL AND/OR INSTALLATION OF
NEW MECHANICAL, ELECTRICAL, PLUMBING,
STRUCTURAL, OR ARCHITECTURAL SYSTEMS
SHALL BE PERFORMED PER THE MANUFACTURER'S
AND INSTALLER'S RECOMMENDATIONS /
INSTRUCTIONS AS TO NOT VOID THE WARRANTY.

3. PAINT EXIST CEMENT PLASTER FINISHES TO
REMAIN IN PROJECT AREA.

LIGHTNING PROTECTION NOTES
1. A COMPLETE SYSTEM OF LIGHTNING PROTECTION

SHALL BE FURNISHED AS AN EXTENSION OF THE
EXISTING SYSTEM AND AS OUTLINED IN
SPECIFICATION SECTION 16670. SYSTEM IS TO BE
INSTALLED ACCORDING TO MANUFACTURER'S
RECOMMENDATIONS AND U/L LETTER OF
CERTIFICATION (MASTER LABEL). CLASS 1 FOR
AREAS BELOW 75'.

2. THE CONTRACTOR SHALL PROVIDE A COMPLETE
SYSTEM OF LIGHTNING PROTECTION AS
APPROVED BY ARCHITECT AND OR ENGINEER. THE
SYSTEM SHALL BE INSTALLED BY A LIGHTNING
PROTECTION CONTRACTOR ACTIVELY ENGAGED IN
THE INSTALLATION OF U/L MASTER LABEL
SYSTEMS. THE CONTRACTOR SHALL HAVE A
MINIMUM OF 5 YEARS EXPERIENCE IN LIGHTNING
PROTECTION INSTALLATIONS.

3. INTERCONNECT CONDUCTORS TO PROVIDE AT
LEAST TWO ELECTRIC PATHS TO GROUND. AVOID
AN UPWARD DIRECTION FOR LATERAL
CONDUCTORS INTERCONNECTING AIR TERMINALS,
TURN CONDUCTORS WITH A RADIUS OF AT LEAST 8
INCHES AT AN INCLUDED ANGLE NOT MORE ACUTE
THAN A RIGHT ANGLE.

4. BOND FULL SIZE CONDUCTOR TO ALL METAL
OBJECTS ON ROOF.

5. UPON COMPLETION OF THE JOB, THE
CONTRACTOR SHALL FURNISH THE OWNER WITH A
U/L MASTER LABEL FOR THE BADM BLDG.

6. CONTRACTOR TO PROVIDE AIR TERMINALS ON
MECHANICAL EQUIPMENT AND BOND IF WITH 6' OF
CONDUCTOR, UPON ALSO, BOND ALL METAL ROOF
DRAINS AS REQUIRED.
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1

1

1

LIMIT OF WORK THIS PHASE.

LIMIT OF WORK THIS PHASE.

3



CDEF AB

BADM

CD AB

CD AB

FINISHED FLOOR
100'-0"

2ND FLOOR
114'-0"

TOP OF PARAPET
129'-0"

TOP OF BEAM @ SKYLIGHT
135'-0"

2ND FLOOR CEILING
123'-0"

FINISHED FLOOR
100'-0"

2ND FLOOR
114'-0"

TOP OF PARAPET
129'-0"

TOP OF BEAM @ SKYLIGHT
135'-0"

TOP OF PARAPET
141'-0"

2ND FLOOR CEILING
123'-0"

FINISHED FLOOR
100'-0"

2ND FLOOR
114'-0"

BOTTOM OF WALL
107'-0"

TOP OF PARAPET
129'-0"

TOP OF PARAPET
141'-0"

TOP OF PARAPET (BEYOND)
126'-0"

TOP OF PARAPET
133'-0"

TOP OF SLAB @ ATRIUM
99'-0"

2ND FLOOR CEILING
123'-0"
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ELEVATIONS

A201 SOUTH ELEVATION (BADM) A3
1/8" = 1'-0"

SOUTH ELEVATION (BADM) H3
1/8" = 1'-0"

NOTES A1

SOUTH ELEVATION SECTION (BADM) E3
1/8" = 1'-0"

SPECIFIC NOTES - ELEVATIONS
1. EXIST GRAY PORCELAIN TILE TO REMAIN AND BE

CLEANED, TYP.
2. CEMENT PLASTER BLDG ENVELOPE SYSTEM, TYP.
3. ALUMINUM WINDOW SYSTEM, TYP.
4. EXIST SUSPENDED BEAM TO BE REMOVED, TYP.
5. EXIST GUARDRAIL TO REMAIN, TYP.
6. EXIST HM FRAME TO BE REFINISHED, TYP.
7. CEMENT PLASTER CONTROL JOINT TO ALIGN, TYP.
8. EXIST SS COPING, TYP.
9. EXIST HB REPLACE WITH RECESSED TYPE CHROME

FINISH.
10. EXIST METAL PANEL
11. OVERFLOW DRAIN, TYP.
12. EXIST LOUVER, TYP.
13. EXIST FLUSH MTL INFILL PANEL.
14. CLEAN AND RELAMP EXIST FIXT
15. EXIST SKYLIGHTS TO REMAIN DURING CONST.
16. NOT USED.
17. NOT USED.
18. NOT USED.
19. NOT USED.
20. NOT USED.
21. CJ TO ALIGN WITH TOP OF HEAD/ SOFFIT, TYP.
22. CJ TO ALIGN WITH CENTER LINE OF MULLION, TYP.
23. CJ TO MIMIC  COLUMN ON WALL BEYOND.
24. SS COPING AT ATRIUM CLERESTORY OPENINGS, TYP.
25. EXIST SS SCUPPER TO BE REPLACED.  GAUGE,

CONFIGURATION, CONSTRUCTION AND
INSTALLATION TO MATCH EXIST, TYP.

26. REMOVE TILE, SUBSTRATE AND MTL FRAMING
MEMBERS @ STAIR.  CLEAN, SAND, BONDO & PREP
STEEL TO A SMOOTH FINISH. PAINT ALL STEEL DECK
AND UNDESIDE OF STAIR.

GENERAL NOTES - ELEVATIONS
1. EXIST PORCELAIN TILE (GRAY) IS TO REMAIN, WALLS

TO BE CLEANED, SMALL ANCHOR HOLES PATCHED.
2. REMOVE EXIST BLDG ENVELOPE SYSTEM TILE

(WHITE), MORTAR, SUBSTRATE, AND VAPOR BARRIER
WHERE NEW BLDG ENVELOPE SYSTEM IS INDICATED.

3. REMOVE ALL EXIST EXTERIOR SIGNS, CLOCKS, FE,
BULLETIN BOARDS, DEVICES, AND EQUIP AT AREAS
WHERE  BLDG ENVELOPE IS TO BE INSTALLED.
REMOVE WITH CARE AND STORE IN A PROTECTED
LOCATION FOR REUSE.  RE-INSTALL WHEN  FINISHED
BUILDING ENVELOPE IS IN PLACE .

4. REMOVE EXISTING SS COPING / SCUPPER / FLASHING
TO ALLOW INSTALLATION OF BLDG ENVELOPE.
PROTECT THESE ITEMS TO BE REUSED DURING
CONST AND REINSTALL THEM IN EXACT LOCATION
FROM WHERE THEY WERE REMOVED. IF DAMAGED
REPLACE WITH SIMILAR IN APPEARANCE.
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B D E FA C

B DA C

B DA C

FINISHED FLOOR
100'-0"

2ND FLOOR
114'-0"

TOP OF PARAPET
129'-0"

TOP OF BEAM
135'-0"

TOP OF PARAPET
141'-0"

2ND FLOOR CEILING
123'-0"

FINISHED FLOOR
100'-0"

2ND FLOOR
114'-0"

TOP OF PARAPET
129'-0"

TOP OF BEAM
135'-0"

TOP OF PARAPET
141'-0"

2ND FLOOR CEILING
123'-0"

FINISHED FLOOR
100'-0"

2ND FLOOR
114'-0"

TOP OF PARAPET
129'-0"

TOP OF BEAM
135'-0"

TOP OF PARAPET
141'-0"

2ND FLOOR CEILING
123'-0"
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ELEVATIONS

A202NORT ELEVATION SECTION (BADM) A3
1/8" = 1'-0"

NORTH ELEVATION SECTION (BADM) H3
1/8" = 1'-0"

NOTES A1

NORTH ELEVATION SECTION (BADM) E3
1/8" = 1'-0"

SPECIFIC NOTES - ELEVATIONS
1. EXIST GRAY PORCELAIN TILE TO REMAIN AND BE

CLEANED, TYP.
2. CEMENT PLASTER BLDG ENVELOPE SYSTEM, TYP.
3. ALUMINUM WINDOW SYSTEM, TYP.
4. EXIST SUSPENDED BEAM TO BE REMOVED, TYP.
5. EXIST GUARDRAIL TO REMAIN, TYP.
6. EXIST HM FRAME TO BE REFINISHED, TYP.
7. CEMENT PLASTER CONTROL JOINT TO ALIGN, TYP.
8. EXIST SS COPING, TYP.
9. NEW HB (RECESSED).
10. EXIST METAL PANEL
11. EXIST OVERFLOW DRAIN, TYP.
12. EXIST LOUVER, TYP.
13. EXIST FLUSH MTL INFILL PANEL.
14. CLEAN AND RELAMP EXIST FIXT
15. EXIST SKYLIGHTS TO REMAIN.
16. NOT USED.
17. REMOVE EXIST LIGHTING FIXTURE.
18. REMOVE EXIST CANVAS AWNING.
19. OPERABLE DOOR- REMOVE AND STORE FOR

INSTALLATION AFTER NEW ENVELOPE IS INSTALLED.
20. NOT USED.
21. CJ TO ALIGN WITH TOP OF HEAD/ SOFFIT, TYP.
22. CJ TO ALIGN WITH CENTEL LINE OF MULLION, TYP.
23. REMOVE EXIST HMF FRAME AND DOOR AND REPLACE

WITH NEW.
24. NOT USED.
25. NOT USED.
26. NEW WP ELECT OUTLET.
27. SS COPING AT ATRIUM CLERESTORY OPENINGS, TYP.
28. EXIST SS SCUPPER TO BE REPLACED.  GAUGE,

CONFIGURATION, CONSTRUCTION AND
INSTALLATION TO MATCH EXIST, TYP.

29. REMOVE TILE, SUBSTRATE AND MTL FRAMING
MEMBERS @ STAIR.  CLEAN, SAND, BONDO & PREP
STEEL TO A SMOOTH FINISH. PAINT ALL STEEL DECK
AND UNDESIDE OF STAIR.

GENERAL NOTES - ELEVATIONS
1. EXIST PORCELAIN TILE (GRAY) IS TO REMAIN, WALLS

TO BE CLEANED, SMALL ANCHOR HOLES PATCHED.
2. REMOVE EXIST BLDG ENVELOPE SYSTEM TILE

(WHITE), MORTAR, SUBSTRATE, AND VAPOR BARRIER
WHERE NEW BLDG ENVELOPE SYSTEM IS INDICATED.

3. REMOVE ALL EXIST EXTERIOR SIGNS, CLOCKS, FE,
BULLETIN BOARDS, DEVICES, AND EQUIP AT AREAS
WHERE  BLDG ENVELOPE IS TO BE INSTALLED.
REMOVE WITH CARE AND STORE IN A PROTECTED
LOCATION FOR REUSE.  RE-INSTALL WHEN  FINISHED
BUILDING ENVELOPE IS IN PLACE .

4. REMOVE ALL EXIST EXT WINDOWS SHOWN TO BE
REPLACE

5. REMOVE EXISTING SS COPING / SCUPPER / FLASHING
TO ALLOW INSTALLATION OF BLDG ENVELOPE.
PROTECT THESE ITEMS TO BE REUSED DURING
CONST AND REINSTALL THEM IN EXACT LOCATION
FROM WHERE THEY WERE REMOVED. IF DAMAGED
REPLACE WITH SIMILAR IN APPEARANCE.
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BADM : Administration

BADM : Administration

FINISHED FLOOR
100'-0"

2ND FLOOR
114'-0"

TOP OF PARAPET
129'-0"

TOP OF PARAPET
141'-0"

TOP OF PARAPET
126'-0"

TOP OF PARAPET
133'-0"

TOP OF SLAB
99'-0"

CEILING
109'-0"

2ND FLOOR CEILING
123'-0"

FINISHED FLOOR
100'-0"

2ND FLOOR
114'-0"

TOP OF PARAPET
129'-0"

TOP OF PARAPET
126'-0"

TOP OF SLAB
99'-0"

CEILING
109'-0"

2ND FLOOR CEILING
123'-0"

FINISHED FLOOR
100'-0"

2ND FLOOR
114'-0"

TOP OF SLAB
99'-0"

CEILING
109'-0"

123'-0"

TOP OF PARAPET
129'-0"

TOP OF PARAPET
126'-0"

2ND FLOOR CEILING
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ELEVATIONS

A203WEST ELEVATION SECTION (BADM) A3
1/8" = 1'-0"

WEST ELEVATION SECTION (BADM) H3
1/8" = 1'-0"

NOTES A1

WEST ELEVATION SECTION (BADM) E3
1/8" = 1'-0"

SPECIFIC NOTES - ELEVATIONS
1. EXIST GRAY PORCELAIN TILE TO REMAIN AND BE

CLEANED, TYP.
2. CEMENT PLASTER BLDG ENVELOPE SYSTEM, TYP.
3. ALUMINUM WINDOW SYSTEM, TYP.
4. EXIST SUSPENDED BEAM TO BE REMOVED, TYP.
5. EXIST GUARDRAIL, TYP.
6. EXIST HM FRAME, TYP.
7. CEMENT PLASTER CONTROL JOINT, TYP.
8. EXIST SS COPING / FLASHING / SCUPPER, TYP.
9. NEW HB (RECESSED).
10. EXIST FLUSH MTL INFILL PANEL
11. EXP, JT.
12. NOT USED.
13. NOT USED.
14. CLEAN AND RELAMP EXIST LIGHT FIXT
15. EXIST SKYLIGHTS TO REMAIN.
16. NOT USED.
17. REMOVE EXIST WALL MTD LIGHT FIXTURE.
18. REMOVE EXIST CANVAS AWNING.
19. OPERABLE DOOR- REMOVE AND STORE FOR

INSTALLATION AFTER NEW ENVELOPE IS INSTALLED.
20. EXIST CLOCK- REMOVE AND STORE FOR

INSTALLATION AFTER NEW ENVELOPE IS INSTALLED
21. CJ TO ALIGN WITH TOP OF HEAD/ SOFFIT, TYP.
22. CJ TO ALIGN WITH STEP.
23. EXIST DISPLAY CASE TO BE REMOVED, STORE AND

REPLACE AFTER WALL IS REPAIRED.
24. SS COPING AT ATRIUM CLERESTORY OPENINGS, TYP.

GENERAL NOTES - ELEVATIONS
1. EXIST PORCELAIN TILE (GRAY) IS TO REMAIN, WALLS

TO BE CLEANED, SMALL ANCHOR HOLES PATCHED.
2. REMOVE EXIST BLDG ENVELOPE SYSTEM TILE

(WHITE), MORTAR, SUBSTRATE, AND VAPOR BARRIER
WHERE NEW BLDG ENVELOPE SYSTEM IS INDICATED.

3. REMOVE ALL EXIST EXTERIOR SIGNS, CLOCKS, FE,
BULLETIN BOARDS, DEVICES, AND EQUIP AT AREAS
WHERE  BLDG ENVELOPE IS TO BE INSTALLED.
REMOVE WITH CARE AND STORE IN A PROTECTED
LOCATION FOR REUSE.  RE-INSTALL WHEN  FINISHED
BUILDING ENVELOPE IS IN PLACE .

4. REMOVE ALL EXIST EXT WINDOWS SHOWN TO BE
REPLACE

5. REMOVE EXISTING SS COPING / SCUPPER / FLASHING
TO ALLOW INSTALLATION OF BLDG ENVELOPE.
PROTECT THESE ITEMS TO BE REUSED DURING
CONST AND REINSTALL THEM IN EXACT LOCATION
FROM WHERE THEY WERE REMOVED. IF DAMAGED
REPLACE WITH SIMILAR IN APPEARANCE.
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BADM : Administration

1234567

2345

FINISHED FLOOR
100'-0"

TOP OF SLAB
99'-0"

2ND FLOOR
114'-0"

TOP OF PARAPET
129'-0"

TOP OF PARAPET
141'-0"

TOP OF PARAPET
126'-0"

2ND FLOOR CEILING
123'-0"

FINISHED FLOOR
100'-0"

2ND FLOOR
114'-0"

TOP OF PARAPET
129'-0"

TOP OF PARAPET
135'-0"

2ND FLOOR CEILING
123'-0"
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ELEVATIONS

A204

EAST ELEVATION SECTION (BADM) H3
1/8" = 1'-0"

NOTES E1EAST ELEVATION SECTION (BADM) E3
1/8" = 1'-0"

SPECIFIC NOTES - ELEVATIONS
1. EXIST GRAY PORCELAIN TILE TO REMAIN AND BE

CLEANED, TYP.
2. CEMENT PLASTER BLDG ENVELOPE SYSTEM, TYP.
3. ALUMINUM WINDOW SYSTEM, TYP.
4. EXIST SUSPENDED BEAM TO BE REMOVED, TYP.
5. EXIST GUARDRAIL, TYP.
6. EXIST HM FRAME, TYP.
7. CEMENT PLASTER CONTROL JOINT TO ALIGN WITH

CL OF MULLION, TYP.
8. EXIST SS COPING, TYP.
9. NOT USED.
10. EXIST FLUSH MTL INFILL PANEL.
11. NOT USED.
12. EXIST LOUVER, TYP.
13. NOT USED.
14. CLEAN AND RELAMP EXIST LIGHT FIXT.
15. EXIST SKYLIGHTS TO REMAIN.
16. NOT USED.
17. REMOVE EXIST FIXTURES.
18. REMOVE EXIST HMF WINDOWS AND DOOR.
19. NOT USED.
20. NOT USED
21. CJ TO ALIGN WITH TOP OF HEAD/ SOFFIT, TYP.
22. NOT USED.
23. NOT USED.
24. SS COPING AT ATRIUM CLERESTORY OPENINGS, TYP.

GENERAL NOTES - ELEVATIONS
1. EXIST PORCELAIN TILE (GRAY) IS TO REMAIN, WALLS

TO BE CLEANED, SMALL ANCHOR HOLES PATCHED.
2. REMOVE EXIST BLDG ENVELOPE SYSTEM TILE

(WHITE), MORTAR, SUBSTRATE, AND VAPOR BARRIER
WHERE NEW BLDG ENVELOPE SYSTEM IS INDICATED.

3. REMOVE ALL EXIST EXTERIOR SIGNS, CLOCKS, FE,
BULLETIN BOARDS, DEVICES, AND EQUIP AT AREAS
WHERE  BLDG ENVELOPE IS TO BE INSTALLED.
REMOVE WITH CARE AND STORE IN A PROTECTED
LOCATION FOR REUSE.  RE-INSTALL WHEN  FINISHED
BUILDING ENVELOPE IS IN PLACE .

4. REMOVE ALL EXIST EXT WINDOWS SHOWN TO BE
REPLACE

5. REMOVE EXISTING SS COPING / SCUPPER / FLASHING
TO ALLOW INSTALLATION OF BLDG ENVELOPE.
PROTECT THESE ITEMS TO BE REUSED DURING
CONST AND REINSTALL THEM IN EXACT LOCATION
FROM WHERE THEY WERE REMOVED. IF DAMAGED
REPLACE WITH SIMILAR IN APPEARANCE.
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WALL SECTIONS

A401WALL SECTION A7
1/2" = 1'-0"

WALL SECTION A10
1/2" = 1'-0"

WALL SECTION A13
1/2" = 1'-0"

8" 1'-4"0 2'-8"8" 1'-4"0 2'-8"8" 1'-4"0 2'-8" WALL SECTION A1
1/2" = 1'-0"

8" 1'-4"0 2'-8"

GROUND FLOOR
0'-0"

CEILING
9'-0" (FIELD VERIFY)

2ND FLOOR
14'-0" (FIELD VERIFY)

CEILING
23'-0" (FIELD VERIFY)

TOP OF PARAPET
29'-0" (FIELD VERIFY)

A404

A1

A404

H9

A404

H13

A404

E9

GROUND FLOOR
0'-0"

CEILING
9'-0" (FIELD VERIFY)

2ND FLOOR
14'-0" (FIELD VERIFY)

CEILING
23'-0" (FIELD VERIFY)

TOP OF PARAPET
29'-0" (FIELD VERIFY)

A404

A9

A404

H5

A404

H1

A404

A5

GROUND FLOOR
0'-0"

CEILING
9'-0" (FIELD VERIFY)

2ND FLOOR
14'-0" (FIELD VERIFY)

CEILING
23'-0" (FIELD VERIFY)

TOP OF PARAPET
29'-0" (FIELD VERIFY)

GROUND FLOOR
0'-0"

CEILING
9'-0" (FIELD VERIFY)

2ND FLOOR
14'-0" (FIELD VERIFY)

CEILING
23'-0" (FIELD VERIFY)

TOP OF PARAPET
29'-0" (FIELD VERIFY)

A404

C9

A404

E5

A405

A8

A407

A11

A405

C8

A407

G8
A404

E1

A407

D8

A404

C14

A404

C12
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WALL SECTIONS

A402ATRIUM SECTION A1
1/2" = 1'-0"

A405

A1

A405

A8

SIM.

A405

F4

A405

C1

A405

J4

A405

C4

A405

J1

A405

F1

A405

F8

A405

A4

A405

C4

TYP.

A405

C8

OPP
HAND

A405

A8

OPP
HAND


